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FRC Basic Two-Way Systems
The basic two-way intercom system includes a master station

with volume and Push-to-Talk (PTT) controls    and a remote

station that provides hands-free operation. The remote

station is always in transmit mode unless interrupted by a

transmission from the master station.

ICA100
INTERIOR Intercom System for 

Ambulances and Rescue Vehicles

Master station shown with hands free remote

ICA200 • ICA300
SURFACE MOUNT

Intercom System for Indoor/Outdoor Use

Master station with volume knob and PTT button. 

Shown with hands free remote.

FRC INTERCOMS MEET THE DEMANDING NEEDS OF RESCUE AND FIRE 
SERVICE PERSONNEL FOR TWO OR THREE-WAY COMMUNICATION.

FRC Basic Three-Way Systems
The basic three-way intercom system includes two master stations

(A and B) with volume and PTT controls and a remote station that

provides hands-free operation. The remote station is always in

transmit mode unless interrupted by a transmission from a master

station. Master station A has transmit priority over the two other

stations.

ICA400 • ICA500
FLUSH MOUNT

Intercom System for Indoor/Outdoor Use

Master station with volume knob and PTT button. 

Shown with hands free remote.

5.625" x 6" 
(panel dimensions)

5.25" x 4" x 1.5" 4.25" x 3.25" x 1.5"

8.25" x 5.625" x 3" 
(w/o Mounting Bracket) 5.25" x 5.25" x 2.25" 

(w/o Mounting Bracket)

6.25" x 7.25" 
(panel dimensions)
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